Mainline Switch Inspection Report Semi-Anmu;l

WO# _lo4eses

Page 1 of 3

\ : ‘ :
G ; . Inspection Crew , 6 [oPA) Wad & ) _N&/ﬁ‘c,{n

Date & _/_ 7
Watchman ﬁl lasd

I Location C AMpEn Soory
2 Switchl D # 20—
3 Facing Trailing ~ _ __—

Rail Points

4 Point to Point 5 | %/
int Condition
: ‘Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. ng;n 3 172 inches on house top point protected
N_94 R
6a Point Opening
N_ 4

Ly R._;z_/{y_‘

Sox

8@;@ Condition of the Points
R

Gage
Heel of Swfitch 7

9 Main_ ,Sb/ s

10 Turnout 5¢, 3/ sg_ =

11 Gage ahead of Bend > Cz (/
Moust not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout Z-d 3/[? ]

I3 Main__(_, LY

Stock Rail
|+-Bend

s)Y R

15 Condition
OVR

Bolts :

[6 Loose 0 N/A

I7 Missing 1 N/A

Rivets (Huck B_{(ﬂtsl

18 Loose N A

Y Missing 1 N A

20 Cotter Pins Missing i _NA

21 Jam Nuts Loose N/A
2la Washers @ Broken  Missing

Remarks on page
GNEIC 110200

22 Standard Joints
SY R NA
23 Switch Plates

Y R
24 Adjustgble Braces
Y R N/'A

24a Non-Adjus
S YR

Switch R

25 Front Rod

(DY R NA

26 #1 Rod (Basket Rod)
Y R

e Braces

27 #2 Rod
Y R
28 #3 Rod
S)Y R NA
29 #4 Rod
)Y R N/A
30Closure Rail
Y R
31 Surface of Switch
Y R

Using a 62’ cord, not over
1”to11/2”foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32-Head Block Ties

Y R
33 Switch Adjustments
Yes @
3 rication
Dry

35 Switch Targets; Lamps
Ok Missing I@

36 Latches
Broken

37 Locks
@ Broken

38 General Condition
Y R
39 tmsulated Joints
Y R
39a Regular Joints
S YR

Missing

Missing






Mainline F

50 Location

50a Switch [.D. #

51 Facing

52 Frog Tread N
R

53 Frog# __ |

54/'$nt Condition
R
55 Cordition of Frog
R
56 Surface of Frog
S X R

-

ol

Y R
R

{
57 Throat in Inches . /q
72 Flangeway Depth R Y ?
Flangeway Depth must not be less than 1 %»
Ga
ﬁam Track S ( 5/ ))
59 Turnout Track < >y
Gage must not be less than 56 any class

Guard Rails ;
60 Guard Rail Gage N 3 < J’('(;, RS Y P

Guard Rail Gage must more than 54 3/8»

61 Back ToBack N 3 ‘7‘1 R <. 5/)
Back to Back Gage must be less than 53 1/8”
2-Condition
S)Y R
63 Location of Guard Rail (Relation to Point)
( SYYR
Guard Rail Clamps
64 Main Tra
SYR
65 Turnout Track
S YR @

Class 1 Gage 56” to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56” to 577
More than 57” to 57 v, downgrade to

Class 2 and gets a Y

Remarks on page 3

GM JC 11-10-201]

rog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
ondition
Y R NA

67 Rail Movement
S R N/A
ie Plates

ad
7Y R N/A

6 d Rail Flangeway 5

RN /2 "R | 7.
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

S Y R NA

71 Plates
[ g

Bolts
73 Loose EQ N/A
O N/A

74 Missing
Rivets (Huck)
O NaA

78 Cotter Pins Missing @
79 Washer ﬁk)BrokenﬁMissing_“ N/A

75 Loose
76 Missing N/A
77 Nuts Missing N/A

%Q_\Hold Down Devices

SY R N/A
81 Spring Housing
S'YR
82 Derails
S Y RN

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

50” beyond the last long tie
Ok  Difference 7

84 Condition of Line thru entire turnout
( :)Y R






Remarks

Page 3 of 3

\

'S QeY W

DS (“,orbeé, Sw§'4’t/k \J/)ofu"“

Do ¥ 2 N @‘%u( £, \ c'\h{ud'~ = foiut

o

———— e

———

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:

11-10-2011






Switch Inspection Report Semi-Annugl

Mainline

Date 5- /’ZQJ/-S

Watchman
| Location CAmMsen Joory

2 SwitchI D # 2o 34
3 Facing /zfrailing T

Rail Points [;3{7

4 Point to Point G
5 Point Condition

S YR Nothing less than 4 inches or greater than § inches.
g Minﬁl I/Z‘;nf?es on house top point protected

tgj\neral Condition of the Points

G
Heel of Switch

-2
9 Main _X (Q:_/ y
10 Turnout ¢ V2_ 2
11 Gage ahead of Bend g_’é'ég o |
Must not be legs than 56 inches or

more than 57 inches for “S”

12 Heel Sprcéd in Inches
Turnout 3)?

13 Main L;’i@?; '

Stock Rail
] >nd
Y R

15 Condition

Bolts

16 Loose '_b N/A

17 Missing__ > N/A

Rivets (Huck Bolts)
18 Loose N A
[9 Missing N A

20 Cotter Pins Missing o D _NA
21 Jam Nuts Lc O A
2la Washers @ Broken Missing

Remarks on page
(i\H('H-!(‘r.’”H

WOo# _loAeseq
~ Inspection Crew 6r»€eg EATL A # NQ/SG [J“

24 Adjust

Page 1 of 3

22 Standard Jo

S YR
23 Switch Plates
Y R
¢ Braccs
Y R NA
24a Non-Adi Braces
SY R}\z /A )
Switch R
25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
Oy R
28 #3 Rod
{g}Y R N/A
2944 Rod
Y R N/A
30 Closure Rail
Y R
3 ["Surface of Switch
SV R
Using a 62’ cord, not over
1"to11/2”foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch
Yes
34 Lubrication
Dry
35 Switch Targets, Lamp
Ok Missing N

36 Latches
@ Broken
37 Lecks
@ Broken

Y R

3Ya Regular Joj ts
S YR QM

justments

Missing

Missing







50 Location

50a Switch ID. # -

5{ Facing Trailing

52 Frog Tread N Y R
R Y R

53 Frog #
54/7 int Condition

R
55§r;dition of Frog
R

56 Surface of Frog

R
57 Throat in Inches % =73
72 Flangeway Depth 3 |
Flangeway Depth must not be less than 1 %”

Ga
ﬁam Track 5 C{’ ﬁ/ /L

59 Turnout Track S (o 9/, A
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N ¢/ /- R 5¢ 78
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Tl 5"& RS2
Back to Back Gage must be less than 53 1/8”
62-Condition

Y R
6 jcation of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track
S)Y R N/A

65 Tumout Track
S/Y R N/A

Class 1 Gage 56” to 57 1"
More than 57 %” Out of Service

Class 3 Gage 56" to 57"
More than 57” to 57 v,” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-201]

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
& ondition
Y R N/A

Rail Movement

Y R N/A

Tie Plates

68-Lead
Y R NA

6§uard Rail Flangeway
YRN24 R_D

Guard Rail Flangeway can nof be less 1 4"
70.Guard Rail Plates

R N/A
71 Erog Plates
S)Y R NA
Bolts
73 Loose % N/A
74 Missing N/A
Rivets (Huck)
75 Loose O N/A
76 Missing N/A
77 Nuts Missing N/A
78 Cotter Pj Missing !
79 Washers Broken_“Missingﬁ N/A

&{old Down Devices
SY R NA

81 Spring Housing

82 Derails
S Y RQN/A
83 Maximum difference in any 31° in Cross

Level on the siding from the  Frog Point to
30 beyond the last long tie
Ok’ Difference o
84 Cond@f Line thru entire turnout
R







Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class I for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \X\S

[1-10-2011






Mainline Switch Inspection Report Semi-Annugl

Date §*/~ 28] 3
Watchman L4
I Location Camoens  Sou7u

2 Switch | D'#-_ 3o3p

3 Facing o~ ) Traili]g
Rail Points »
4 Point to Point .. J 2

5 Point Condition

S .Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, Min 3 1/2 inches on house top point protected
R & 71(,

N_A Ve
6a Point  Opening _
N_S 7 RS Vi

@ml Condition of the Points
R
Gage

Heel of Swntch-b /k
Y4

9Main_S( 7§

10 Turnout ; .

1 1 Gage ahead ofBﬁd 56 >/§)
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (& V'

[3Main__ [, 7}

Stock Rail

] end
~5)Y R
| 5Condition
S)Y R

|

Bolts T
16 Loose () N/A

17 Missing D N/A

Rivets (Huck Bolts)
I8 Loosc N

A
19 Missing O N A
20 Cotter Pins Missing @ _NA

21 Jam Nuts I, N/A
21a Washers @ Broken Missing

Remarks on page
(i\}l('ll-ll‘-.’”ll

Inspection Crew

WO# J_Oiait P:lge 1 of3
Oreel wad Nelseys

22 Standard J

S Y RN,
23 Switch Plates
Y R

24 Adjustable Braces

GSY R NA
24a Non-AdiustaQ!c Braces
S Y RQNA
Switch R
25 Front Rod
@Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
&Y R
28 43 Rod
DY R NA
2944 Rod

R NA

30 Closure Rail
SR
31 Surface of Switch
Y R
Using a 62’ cord, not over
I"to11/2” foray and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
R
33 Switch Adjustments
Yes
34 Lubrication
Ok> Dry

RRIN 'itch'l'argcts;l.amp
Ok Missing @
36 Latches
Ok Broken Missing
37 ks
Broken Missing
38 General Condition
Y R
39%1gsulated Joints
)Y R
39 Regular Joints
S YR






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties

SwitchID. # % A -% / 66 Condition
S @ Trailing S’Y R NA
52 Frog Tread N Y R @ail Movement

Y R Y R N/A

53 Frog # S S Tie Plates
54/79-Point Condition 68-Lead

SYR gY R N/A
55®dition of Frog 69 Guard Rail Flangeway , Q

R )Y R N R o

5®rface of Frog
YR

|
57 Throat in Inches /l_/
72 Flangeway Depth v

Flangeway Depth must not be less than 1 %”

Gage -
58 Main Track .\ % )// La
59 Turnout Track < (, V]

Gage must not be less than 56” any class

Guard Rails ,
60 Guard Rail Gage NS4 V) r Y Y/t
Guard Rail Gage must more than 54 3/87_
61 Back ToBack NSAZ4R <2
Back to Back Gage must be less than 53 1/8”

62-Condition
: R
6@5&&011 of Guard Rail (Relation to Point)
R

Guard Rail Clamps

64 Main T
SYR

65 Turnout Track

Class 1 Gage 56” to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56" to 57"
More than 57” to 57 \,” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM IC 11-10-2011

Guard Rail F langeway can not be less 1 14"
7 ard Rail Plates
R N/A

71 Frog Plates
ds)y R N/A

Bolts
73 Loose N/A
74 Missing N/A

Rivets (Huck) b

75 Loose N/A
76 Missing N/A
77 Nuts Missing N/A

78 Cotter Pi issing
79 Washers roken__ Missing_ N/A

Hold Down Devices

S)Y R N/A
81 Spring H ing
S'Y R
82 Derails
S Y R N

83 Maximum difference in any 31 in Cross

Level on the siding from the Frog Point to
0. beyond the last long tie
& Difference

84 Condi@of Line thru entire turnout
R







Remarks

Page 3 of 3

————

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: N\- W,

11-10-2011



™




Mainline Switch Inspection Report Semi-Annual

Date 5'1 "/Z_O/ 3
ol

Inspection Crew

Watchman

I Location _HRMpupe

2SwitchI D # 4238

3 Facing LT - —
Rail Points : 3/06

4 Point to Point .5 |

5 Point Condition
6 fs’ tnlf vothing less than 4 inches or greater than § inches.
ot Throw. nq: i ‘ :

6a Point Opeﬁing

N&  R_X
7 Fit
Y R
8 General Condition of the Points
R
Gage
Heel of Switch
9 Main I (.

10 Turnout Z }/ _ a /

11 Gage ahead of Bend < O
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ & ‘_/.9/c -

I3Main__ (, ¥}

Stock Rail
l :nd
Y R
I 5-Condition
)y R
Bolts
T()——[I)osc o 0 N/A
I'7 Missing oY N/A
Rivets (Huck Bolts)
I8 Loosc D NA
Y Missing b N A
20 Cotter Pins Missing B NA
21 Jam Nuts Lsose N/A
2la Washers @ Broken  Missing

Remarks on page R]
GNEIC ) 210200

WO# _l048597

24 Adju

Page 1 of 3

Breenpesd Nal-<6—

tandard Joints

Y R NA
23 Switch Plates

Y R
stablc Braccs
% R N/A
24a -Adj ¢ Braces

SY Rtawsjzi)

Switch R
S ot

Y R NA
2 Rod (Basket Rod)

Y R
27 #2 Rod

Y R
28 #3 Rod

Y R N/A
2944 Rod

Y R NA
30 Closure Rail

Y R
31 Surface of Switch

S)Y R ‘

sing a 62’ cord, not over
1"to11/2” fora Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

3@“}0}1 justments

Yes @)
34 rication

@ Dry
35 Switch Targets/Lamps

Ok Missing @

36 hes
Broken Missing
3% Locks
Broken Missing
38-Gencral Condition
Y R

3 sulated Joints
y Y R
39a Regular J()g E"\l

SYR






Mainline
1

50 Location

50a Switch I.D. # s
51 Facing <Trailin§\)
52 Frog Tread N S YR

g S YR
53 Frog #

54/79 Point Condition

R
5@;&&0:1 of Frog
R

56 Surface of Frog
( YR

q
57 Throat in Inches % // o
72 Flangeway Depth@
Flangeway Depth must not be less than 1 »”
58 MainTrack ¢ /9
59 Turnout Track <. V,
Gage must not be less than 56” any class
Guard Rails ‘ _ ;
60 Guard Rail Gage N _S ¢ 7 RIY )"7\
Guard Rail Gage must more than 54 3/8”

61 Back ToBack NSX 7R § 2 5
Back to Back Gage must be less than 53 1/8”

6%: ondition

: R

63 Location of Guard Rail (Relation to Point)
&Y R

Guard Rail Clamps

6 in Track
R N/A
65 Turnout Trae
S YR m

Class 1 Gage 56" to 57 1
More than 57 %” Out of Service

Class 3 Gage 56" to 57”
More than 577 to 57 v, downgrade to

Class 2 and gets a Y

Remarks on page 3
GMJC 11-10-2011

Frog Inspection Report Semi-Annugl

79 Washers «

old Down Devices
@_ Y R N/A

Page 2 of 3

Turnout Ties
ndition
Y R NA
Rail Movement
S)Y R N/A
Tie Plates

ead

Y R NA

uard Rail Flangeway 'S

Y RN_| R_ 7,
Guard Rail Flangew&y can not be less 1 ”
7 ard Rail Plates

~$)Y R N/A

71-Erog Plates

_S)Y R N/A

Bolts ,b
73 Loose N/A
74 Missing S Na

Rivets (Huck)
(O N/A
77 Nuts Missing O NA

75 Loose
76 Missing O NA
78 Cotter Pj issing NSA\-’/
Broken__Missing__ N/A

81 Spring Housi
S'Y
82 Derails
S YR
83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
—50. beyond the last long tie
&Q Difference o

84 Conditi;s of Line thru entire turnout

R






Remarks

Page 3 of 3

All rules come out of the MTA F teld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service

N/A Not applicable or not measurable.

e S

Reviewed by: *A\{_\'ﬁ

[1-10-2011






Switch Inspection Report Semi-Annux!l

Date S ~/-2813
Wflatchmnn fz; / //u'(l

I Location HAMB R ‘
2SwitchI D # 4208

3 Facing ;" Trailing
Rail Points L
4 Point to Point __SL&/___

_Y T‘l} Nothing less than 4 inches or greater than § inches.
oint Throw. Min 3 172 in s on house top point protected
L T pomte
N X ¥ R_S _Z X
7 Fit
Y R
Gagk
Heel of Switch
9 Main Sb V2
z, Ve
11 Gage ahead of Bend & v NE
Must not be legs than 56 inches or
more than 57 inches for “S”
Turnout /, y“/ )
13 Main é,j #
Stock Rail
S)Y R
15 Condition
C E Y R

Mainline

5 Point Condition

6a Point Opening

8 General Condition of the Points
10 Turnouts~ ~.~J7/ '

12 Heel Spread in Inches
14-Bend

Bolts
N/A

[6 Loose ’D
N/.‘\

I7 Missing D

Rivets (Huck Bolts)
N A

I8 Loose %
[9 Missing N A

20 Cotter Pins Missing ~ D _NA
21 Jam Nuts .oose N/A
2la Washers Q)b Broken  Mussing

Remarks on page }
GNEIC 1 -10-201

WO# _/ogqgs9s

Inspection Crew  C'repn wegd  Na[sejy

Page | of 3

22 Standard Joints

S Y RNA
23 Switch GO
R

24 Adjustable Braces

Y R NA

24a Non-Adjustable Braces
S Y RS
Switch Rods

25 Front Rod

Y R NA
26 #1 Rod (Basket Rod)
Sy R

27 #2 Rod
Y R
28 #3 Rod
SY R NA
29 #4 Rod
“S Y R N/A
Z%)%losure Rail
Oy R
31 Surface of Switch
Y R
Using a 62’ cord, not over
["to11/2” fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch
Yes
34 L

justments

ication
Dry
35 Switch Targets: Lamps
Ok Missing &, A
36 Latches
Qk Broken
37 Locks
Broken
38 General Condition
@ Y R
39 Insulated Joints
>V R
3Ya Regular Joints—_
S Y RCHLB

Missing

Missing






Mainline

50 Location
Oa Switch [ D #
é_gacm%) Trailing
52 Frog Tread N Y R
R
53 Frog # }

54/79 Point Condition

R
55@;dition of Frog
R
5 rface of Frog

€555

57 Throat in Inches = /

72 Flangeway Depth
Flangeway Depth must not be less than 1 %

Gage

58 Main Track S¢é ’/;?

59 Turnout Track S \i‘ ;g

Gage must not be less than 56” any class
Guard Rails =

60 Guard Rail Gage N 5 5/} R TY¢ 3/‘1

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N T2} R 523
Back to Back Gage must be less than 53 1/8”
62 Condition

S YR
63 ocation of Guard Rail (Relation to Point)
O
Guard Rail Clamps
p :

Class 1 Gage 56” to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56" to 57"
More than 57” to 57 v, downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JIC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
ondition
Y R NA
1l Movement

)Y R N/A

Tie PI

68 Lead

(@Y RNA

69 Guard Rail Flangeway
(,'QQ)I RN_/z R 15

uard Rail Flangeh@ can not beTess 1 14"
70 d Rail Plates

R N/A

71\_%;]%%

(Y R NA
Bolts

73 Loose b N/A
74 Missing N/A

Rivets (Huck)

75 Loose O wNa
76 Missing O NA
77 Nuts Missing O NA

QA

78 Cotter Pi issing D
79 Washers roken&Missing% N/A

80 Hold Down Devices
/Y R N/A
81 Spring Housing
S YR
82 Derails
S Y R XA
83 Maximum difference in any 31 in Cross
Level on the siding from the Frog Point to

~50™beyond the last long tie
( Ok ) Difference Fy s

84 Condition of Line thru entire turnout
SX R







Remarks

Page 3 of 3

- 5“"‘ s Lippod
\Pa !—IQ‘“

Cu;dad fo\-..u’\" Lng Qd

All rules come out of the MTA F ield Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by: _\1\'\‘ L3 .

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Date T _/_ Ll B Inspection Crew

Watchman o) i
I Location MT RowarL

2 Switch | D# Jo 1A
3 Facing ‘ i.TmilingQ/ i

Rail Points _
4 Point to Point\bl Z&
5 Paint Condition

Y R

6a Point Opening N
N_S TP RS 2P
7 Fit

CSY R

8 General Condition of the Points
55 :Y R

Heel of Switc
9 Main S hJZ(,,

10 Turnout Gt Zf'[
Il Gage ahead of Bend 5~ ’;’Q
Must not be legs than 56 inchés or

more than 57 inches for “S”
12 Heel Sprg i@ Inches
Turnout @ /1 (;) )
13 Main gj ;’/A&

Stock Rail
and
Y R
15 Condition
Y R

Bolts
16 Loose O

R A \ IV//II\
I7Missing > nyA

Rivets (Huck Bolts
18 Loose N A
[9 Missing N. A

20 Cotter Pins 7.'\Nlissing _ D _NA
21 Jam Nuts I.gese~ b N/A
2la Washers Qﬁ«) Broken Missing

Remarks on page
(;\H('H-H'.zflll

/ Nothing less than 4 inches or greater than § inches.
6 Point Throw, Min‘i! 172 inches on house top point protected

WO#_1049059

Page 1 of 3
Green wad  Nolsiy

Y2 Standard Joints
e R NA
23 Switch Plates
R

24 Adjustable Braces
R NA

24a Non-Adjustable Braces
S YR
Switch R

25 Front Rod

NS)Y R NA

26,41 Rod (Basket Rod)
R

27 #2 Rod
v R
28 #3 Rod
Y R N/A
29 #4 Rod
S Y RQA
30 Closure Rail
R
31 Surface of Switch
Gy Rr
Using a 62’ cord, not over
1"to11/2” fora Y and no
more than | 1/2” ¢to | 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
S R
33 Switch
Yes

3 brication
@) Dry

35 Switch Targets: Lamps
Ok Missing N

36 Latches
Ok

37 1.ocks

Broken
38 General Condition

S)Y R
3&3}3(1 lated Joints
Y R

39a Regular Joints
SYR

lfustments

Brokcn Missing

Vissing






Mainline F

50 Location
50a Switch LD. #
51 Facing

52 Frog Tread N

53 Frog #
54/79-Point Condition
. R
5§ Condition of Frog
R
56 Surface of Frog

57 Throat in Inches n: 7
72 Flangeway Depth / :
Flangeway Depth must nof be less than 1 %”
Gage -
38 MainTrack T(, /2
59 Turnout Track Y
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N Y 7/ R 54 ¥y
Guard Rail Gage must more than 54 3/8”
61 Back To Back N CA :Z/’ RZ;
Back to Back Gage must be less than 53 1/8”
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
64 Main Track
SYRNA
65 Turnout Track
S Y R NA

Class 1 Gage 56” to 57 14”
More than 57 %” Out of Service

Class 3 Gage 56” to 57
More than 57”7 to 57 v,” downgrade to

Class 2 and getsaY
Remarks on page 3

GM IC 11-10-2011

rog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

S'Y R NA
67 Rail Movement
S YRNA
Tie Pl
68 Lead
S'Y RNA
69 Guard Rail Flangewa =
g Y }’R =9

SYRN {% | 2
Guard Rail Flange y can not be less 1 4"

70 Guard Rail Plates
SY RNA

71 Frog Plates
S'Y R NA

Bolts

73 Loose N/A
74 Missing N/A

Rivets (Huck)
N/A

75 Loose
76 Missing N/A
77 Nuts Missing N/A

78 Cotter Pins Missing N/A

79 Washers Ok Broken_Missing___ N/A

80 Hold Down Devices
S'Y RNA
81 Spring Housing
S'Y R NA
82 Derails
S'Y R NA
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50" beyond the last long tie
Ok  Difference

84 Condition of Line thru entire turnout
SYR
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All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class I for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b»‘\_“\a ] . ./_.3___.__

[1-10-2011






Switch Inspection Report Semi-Annua!l

Mainline

WO# 1040593 Page 1 of 3

Gicen wud  Polsgy

Date 5 _/_ ,on_:ﬂ_. o Inspection Crew
Watchman YIS
I Location — MT 2pya, , 22 Standard Joints
2 SwitchI D # _Jo B =>7Y R NA
3 Facing ~—Trailing / 23-Switch Plates
R
Rail Points ) 24 Adjustable Braces
4 Point to Point 5 ) 7/ R NA
5 Point Condition 24a Non-Adjustabl: Braces
S Y R Nothing less than 4 inches or greater than § inches. S Y R
6 NO'—"LT&Z’“Tm R! 1/2 inches on house top point protected Zs;v;’rontRR od
6a Point Opening S'Y R N
N_ 9 %4 R_Y%y, 26 #1 Rod (Basket Rod)
7 Fit ¥ R
Cév R 27 #2 Rod
8 General Condition of the Points Y R
S)Y R 28 #3 Rod
Gage )Y R N/A
Heel of Switch _ 29 #4 Rod
9 Main g(, 7T, Y R NA
30 Closure Rail

10 Turnout T % ? |

11 Gage ahead of Befid S ¢ T
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout P )

13 Main__ & 57y
Stock Rail
14 Bend
S Y R
15 Condition
SR
Bolts
16 Loose % N/A
I'7 Missing N/A
Rivets (Huck Bolts)
I8 Loose N A
[V Missing > NA
20 Cotter Pins Missing —O NA
21 Jam Nuts I(ose ™ N/A
2la Washers  ( Broken Missing

Remarks on page
GNEIC 11102200

@Sy R
31 Surface of Switch
" R
Using a 62’ cord, not over
I"t0o11/2” foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is OQut
of Service
32 Head Block Ties
S>Y R i
33 Switch Adjustments
Yes
34-Lubrication
Ok Dry
35 Switch Targets/ Lamps
Ok Missing N@
36 Latches
Ok Broken Missing

ey
Broken

38 aenceral Condition

Missing

R
39 Insulated Joints
Y R

39a Regular Joints
S RCh.)






Mainline
50 Location
50a Switch [.D. # 10 ~ 1

5 1_Facing )
52FrogTread N <& vy R

R @Y R
53 Frog # g
54/79 Point Condition

YR
55 Condition of Frog

foSutace

rface of Frog

YR

57 Throat in Inches 7 J

72 Flangeway Depth 5 /¥

Flangeway Depth must not be less than 1 %”
Gage

58 Main Track T(o 7

59 Turnout Track S Y

Gage must not be less than 56” any class

Guard Railg q/ . 3,

60 Guard Rail Gage N G| /

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S) 2 RT % ?
Back to Back Gage must be less than 53 1/8”
62 Condition
YR

63-Location of Guard Rail (Relation to Point)
Guard Rail Clamps
64 Main T

SY
65 Tumout T

S YR

Class 1 Gage 56" to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56" to 57~
More than 57” to 57 v, downgrade to

Class 2 and gets a Y
Remarks on page 3

GMIC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties

66 Condition
S Y RWA
% Rail Movement
Y R
Tie Plates =
68 Lead
Y R NA
69 Guard Rail Flang ay
OYRN|VY R %

Guard Rail Flangeway can not be less 1 14”

70 Guard Rail Plates
Y R N/A
71 Frog Plates
C}) Y R N/A
Bolts
73 Loose O wNa
74 Missing O NA
Rivets (Huck)
75 Loose @
76 Missing @'
77 Nuts Missing S N/A
78 Cotter Pj Missing @

79 Washers (Qk Broken“Missing‘ N/A

Hold Down Devices
Y R N/A

81 Spring Housing
S YR

82 Derails —
S Y R

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
-50%\beyond the last long tie
k' Difference

84 Condifiox of Line thru entire turnout
R






Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

A\
Reviewed by: ~\\,_

[1-10-2011






Mainline Switch Inspection Report Semi-Annual WO# 10434¢7 Page 1 of 3
Date > ~[ ~ 20 ? Inspection Crew _é:;_g,ﬁjd TEY ( NQ//SO‘V_
Watchman % l[ aid

1 Location o 22 Standard Jof

2Switch.D. # |24 24 S'Y R N
3Facing____ Trailing 23 Switch Plates

Rail Points
e 4
4 Pointto Point & / /?

5 Point Condition

C_,S) Y R Nothing less than 4 inches or greater than 5 inches.

6 ;oiniln};%‘ Min 3 172 myches on house top point protected
6a Pomt Openmg

@YR

Q“gcxral Condition of the Points
R

R =

Gage

Heel of watch -

9 Main //

10 Turnout _S(, 2 :t . }/

11 Gage ahead of Bend S (/ ;_ﬁ
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread i in Inches
Turnout O

-

13 Main {22 2

Stock Rail

lgend

15 Condition
G YR

Bolts
16 Loose M_Fb __N/A
17 Missing i@ _ N/A

Rivets (Huck Bolts)
18 Loose _NA

19 Mlssmg 6“_ N/A

20 Cotter Pins Missing {% N/A

21 Jam Nuts L O NA

21a Washers 0@ Broken _ Missing

Remarks on page 3

GNEIC 11-10-2011

Q_? Y R
24 Adjustable Braces

R N/A
24a Non-Adje Braces
S YR .
Switch Rods
25 Front Rod
Y R NA
26#%1 Rod (Basket Rod)
, Y R
27 #2 Rod
O YR
28 #3 Rod
Y R N/A
29 #4 Rod
Y R N/A
30 Closure Rail
(S Y R
31 Surface of Switch
DY R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
R
33 Switch Adjustments
Yes 0
34 Lubrication

SSwkch T
35 Switch Targets/Lamps—_
Ok Missing_____@
36 Latches

C& Broken
37 ks

Broken _ Missing
38 General Condition
Y R
39 Tnsulated Joints

S Y R

39a Regular Joints

SYRW

Missing






Mainline Frog Inspection Report Semi-Annual

50 Location

50a Switch LD. # (.4~ ‘

51 Facing Trailing

52 Frog Tread N BY R
R

53 Frog# /| (\

54/79-Point Condition

R
3 ndition of Frog

SXYR
5 rface of Frog
R
=

57 Throat in Inches iz

72 Flangeway Depth 3 /5

Flangeway Depth must not be less than 1 %”
Gage
58 Main Track T (p i’ﬂ—

59 Turnout Track T(, 573

Gage must not be less than 56” any class
Guard Rails = -
60 Guard Rail Gage NG (% R3IY 74
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S 47 RS R

Back to Back Gage must be less than 53 1/8”
62 Condition

Y R
63 Location of Guard Rail (Relation to Point)
R
Guard Rail Clamps
64 Main Track
R N/A
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 14”

More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 ¥4 downgrade to

Class 2 and gets a Y
Remarks on page 3

GM/JIC 11-10-2011

Page 2 of 3

Turnout Ties
Condition
Y R N/A
6 11 Movement
Y R N/A
Tie Plates
68 Lead
R N/A
Guard Rail Flangeway 5
Y R N_| R_| 5T
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
®Y RNA
71 Erog Plates
Y R N/A

Bolts
73 Loose
74 Missing ( S N/A

Rivets (Huck)
75 Loose __

76 Missing (2 1@)
77 Nuts Missing .

78 Cotter Pins Missing
79 Washers Broken_Missing__ N/A

old Down Devices
Y R N/A

81 Spring sin;
Y R
82 Derails
S'Y R

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
2 beyond the last long tie
O Difference

84 Condition of Line thru entire turnout

O R






Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.
Y Attention needed.
R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: RQU\ <b@“’( %(‘ Date: g,,) o (g

11-10-2011






